ALL DIMENSIONS ARE IN INCHES AND MILLIMETERS

<table>
<thead>
<tr>
<th>UNITS</th>
<th>AA</th>
<th>AB</th>
<th>AC</th>
<th>AF</th>
<th>AG</th>
<th>AH</th>
<th>AJ</th>
<th>AK</th>
<th>H</th>
<th>J</th>
<th>O</th>
<th>P</th>
<th>U</th>
</tr>
</thead>
<tbody>
<tr>
<td>IN</td>
<td>.75</td>
<td>6.09</td>
<td>4.50</td>
<td>1.59</td>
<td>8.75</td>
<td>2.06</td>
<td>5.875</td>
<td>4.500</td>
<td>.003</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>MM</td>
<td>19</td>
<td>155</td>
<td>114</td>
<td>40</td>
<td>222</td>
<td>52</td>
<td>149.23</td>
<td>114.30</td>
<td>.003</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>UNITS</th>
<th>BA</th>
<th>BB MIN</th>
<th>BD MAX</th>
<th>BF</th>
<th>BS</th>
<th>ES MIN</th>
<th>EV</th>
<th>SQ KEY</th>
</tr>
</thead>
<tbody>
<tr>
<td>IN</td>
<td>2.75</td>
<td>.13</td>
<td>6.50</td>
<td>.375-16 x .75</td>
<td>2.34</td>
<td>1.53</td>
<td>.63</td>
<td>.188</td>
</tr>
<tr>
<td>MM</td>
<td>70</td>
<td>3</td>
<td>165</td>
<td></td>
<td>59</td>
<td>39</td>
<td>16</td>
<td>4.78</td>
</tr>
</tbody>
</table>

1: ALL ROUGH CASTING DIMENSIONS MAY VARY BY .25" DUE TO CASTING AND/OR FABRICATION VARIATIONS.
2: LARGEST MOTOR WIDTH.
3: CONDUIT BOX MAY BE LOCATED ON EITHER SIDE OF MOTOR. CONDUIT OPENINGS MAY BE LOCATED IN STEPS OF 90 DEGREES REGARDLESS OF LOCATION. STANDARD AS SHOWN WITH CONDUIT OPENING DOWN.