VERTICAL MOTORS
EXPLOSION PROOF
FRAME: 5008
BASIC TYPE: EU

EFFECTIVE:
10-JUN-11

SUPERSEDES:
30-APR-96

PRINT:
09-1822
SHEET:
1 OF 1

PUMP SHAFT, ADJUSTING NUT
AND LOCKING SCREWS ARE
NOT FURNISHED WITH MOTOR

CONDUIT BOX FOR
ACCESSORY LEADS
AS REQUIRED

OIL SIGHT GAUGE
WINDOW

ALL DIMENSIONS ARE IN INCHES

<table>
<thead>
<tr>
<th>FRAME</th>
<th>VOLTS</th>
<th>AA</th>
<th>AB</th>
<th>AC</th>
<th>AD</th>
<th>AF</th>
<th>AK +.005</th>
<th>BB</th>
<th>P</th>
<th>XO</th>
<th>XP</th>
</tr>
</thead>
<tbody>
<tr>
<td>5008P</td>
<td>460</td>
<td>3.50</td>
<td>24</td>
<td>17.31</td>
<td>---</td>
<td>5.63</td>
<td>157.5</td>
<td>.75</td>
<td>63.63</td>
<td>23.75</td>
<td>56.50</td>
</tr>
<tr>
<td>5008PH</td>
<td>2300</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>4000</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

1: ROUGH DIMENSIONS MAY VARY BY .25" DUE TO
CASTING AND/OR FABRICATION VARIATIONS.

2: CONDUIT OPENINGS MAY BE LOCATED IN STEPS
OF 90°. STANDARD IS AS SHOWN WITH
CONDUIT OPENING DOWN.

Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
CONSENT OF NIDEC MOTOR CORPORATION

ISSUED BY R. KING
APPROVED BY K. POTTER