Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
CONSENT OF NIDEC MOTOR CORPORATION

1. DIMENSIONS MAY VARY BY .25" DUE TO CASTING
AND/OR FABRICATION VARIATIONS.
2. CONDUIT OPENINGS MAY BE LOCATED IN STEPS
OF 90°. STANDARD IS AS SHOWN WITH
CONDUIT OPENINGS DOWN.
3. CONDUIT BOX FOR 4000 VOLT MOTORS OVER 1000 HP
CANNOT BE ROTATED. BOX DIMENSIONS: 30h x 24w x 20d.

10-JAN-19

K. FRIEDMAN
E. JAKICH

09-1830/C

09-1830/0

ISSUED BY
APPROVED BY

Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
CONSENT OF NIDEC MOTOR CORPORATION

1. DIMENSIONS MAY VARY BY .25" DUE TO CASTING
AND/OR FABRICATION VARIATIONS.
2. CONDUIT OPENINGS MAY BE LOCATED IN STEPS
OF 90°. STANDARD IS AS SHOWN WITH
CONDUIT OPENINGS DOWN.
3. CONDUIT BOX FOR 4000 VOLT MOTORS OVER 1000 HP
CANNOT BE ROTATED. BOX DIMENSIONS: 30h x 24w x 20d.

10-JAN-19

K. FRIEDMAN
E. JAKICH

09-1830/C

09-1830/0

ISSUED BY
APPROVED BY

Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
CONSENT OF NIDEC MOTOR CORPORATION

1. DIMENSIONS MAY VARY BY .25" DUE TO CASTING
AND/OR FABRICATION VARIATIONS.
2. CONDUIT OPENINGS MAY BE LOCATED IN STEPS
OF 90°. STANDARD IS AS SHOWN WITH
CONDUIT OPENINGS DOWN.
3. CONDUIT BOX FOR 4000 VOLT MOTORS OVER 1000 HP
CANNOT BE ROTATED. BOX DIMENSIONS: 30h x 24w x 20d.

10-JAN-19

K. FRIEDMAN
E. JAKICH

09-1830/C

09-1830/0

ISSUED BY
APPROVED BY

Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
CONSENT OF NIDEC MOTOR CORPORATION

1. DIMENSIONS MAY VARY BY .25" DUE TO CASTING
AND/OR FABRICATION VARIATIONS.
2. CONDUIT OPENINGS MAY BE LOCATED IN STEPS
OF 90°. STANDARD IS AS SHOWN WITH
CONDUIT OPENINGS DOWN.
3. CONDUIT BOX FOR 4000 VOLT MOTORS OVER 1000 HP
CANNOT BE ROTATED. BOX DIMENSIONS: 30h x 24w x 20d.