TOLERANCES

FACE RUNOUT  .007 TIR  .009 TIR
PERMISSIBLE ECCENTRICITY OF MOUNTING RABBET  .007 TIR  .009 TIR
PERMISSIBLE SHAFT RUNOUT  .003 TIR  .003 TIR
MAXIMUM SHAFT END PLAY  .010  .010
TOLERANCE ON AK-DIMENSION  +.005 +.007
NONMACHINED DIMENSIONS MAY VARY BY ±.25

FEATURE LISTING

1 LOWER SUMP OIL FILL
2 LOWER SUMP OIL DRAIN
3 LOWER SUMP SIGHT WINDOW
4 UPPER SUMP OIL FILL
5 UPPER SUMP OIL DRAIN
6 UPPER SUMP SIGHT WINDOW
7 GRID PADS, DIAG OPF; 1/2-13
8 MAIN CONDUIT BOX

ALL DIMENSIONS ARE IN INCHES

Nidec Motor Corporation
St. Louis, Missouri

INFORMATION DISCLOSED ON THIS DOCUMENT IS CONSIDERED PROPRIETARY AND SHALL NOT BE REPRODUCED OR DISCLOSED WITHOUT WRITTEN CONSENT OF NIDEC MOTOR CORPORATION

ISSUED BY

K. FRIEDMAN

APPROVED BY

T. COLOMA