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SIZE

SHEET
NUMBER

TOLERANCES ON DIMENSIONS
(UNLESS OTHERWISE SPECIFIED)

ANGLES  X°= ±1° 11

MATERIAL:

NIDEC MOTOR CORPORATION 09-OCT-15

REVISION DATE

NIDEC MOTOR

CORPORATION

NIDEC CONFIDENTIAL

ITEMS AND MATERIALS SPECIFIED HEREIN MUST

COMPLY WITH THE EUROPEAN REDUCTION OF

HAZARDOUS SUBSTANCES (RoHS 2) DIRECTIVE
2011/65/EU, REGULATIONS (EC) NO. 1907/2006

("REACH") AS OF 1 JUNE 2007 AND ALL

SUBSEQUENT UPDATES.  PLEASE REFER TO

THE OFFICIAL EU DOCUMENTS FOR COMPLETE
DEFINITION, RESTRICTIONS, AND LIMITS FOR

EACH SUBSTANCE.
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MODEL CUSTOMER HP VOLTS AMPS HZ. R.P.M. ROTATION CUST. PT. NO.
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F. CRUZ J. MAGALLANES

OUTLINE ASSEMBLY

-
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STD, NEW
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.XX = ± .03

.XXX = ± .015
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CSTG NO. FRAME

- - - -- - - -
PART NO. TYPE

- - - -PROCESS PER GROUP 91500


