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MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CUSTOMER PN

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN

CONSENT OF NIDEC MOTOR CORPORATION

ISSUED BY ASSEMBLED VIEW V01 B

REVISION RECORD FOR:

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN
TITLE CODE SIZEITEM NO.

REVIEWED BY ENGINEER APPROVED

REVISION DATE

SHEET
NUMBER

OF

REV

NIDEC MOTOR
CORPORATION

NIDEC MOTOR CORPORATION 27-Mar-12

1 2

VAR CATALOG NO.
001 C63CXHKL-5000 EC1004B

A
11.623

MODEL
HIGH VOLTAGE

REF

.6250

.6245

±.031

3.500

TOP

TOP

002 C63CXHLA-5010 EC1002B 11.873 HIGH VOLTAGE

003 C63CXHLB-5011 EC0752B 11.623 HIGH VOLTAGE

004 C63CXHLC-5012 EC0502B 11.123 LOW VOLTAGE

005 C63CXHLF-5015 11.623 HIGH VOLTAGEEC1004 NO

006 C63CXHKK-4999 10.873 HIGH VOLTAGEEC0754B

STD N56

STD N56

STD N56

STD N56

STD N56

FACTORY
WIRED FOR

AUTOMATIC
RESET
THERMAL
PROTECTOR

4 HOLES
.375 - 16UNC-2B THREAD
TAP .750 DEEP

KEYWAY
.188 X 1.440

WASHER
SLINGER

5.875±.005
B.C. DIA.

1/2-14 NPSM TAP

BEARING
CAP

GASKET UNDER
TERM. COVER

GASKET & GROMMET
UNDER COVER

NAMEPLATE
W/MASKED OVERLAYVOLTAGE LABEL

W/MASKED
OVERLAY
(IF REQ'D)

BASE
REQUIREMENT

8.600
REF.

GREEN
GROUND
SCREW

CONDUIT
PLUG

ENCLOSED
UPPER VENT
SLOT

SEE CHART FOR
BASE REQUIREMENT
(IF REQ'D)

STD N56 BASE SHOWN
(SEE PAGE 2 FOR VIEW
OF N56H BASE)

1.8802.7503.000

2.062

4.880

6.536

 .000
-.0034.500

45°

.517

.344 TYP.

A

.125

1.250 TYP.
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C5177-20
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2 2

VAR CATALOG NO.
007 C63CXHLH-5017

A
10.873

MODEL
HIGH VOLTAGEEC0754 NO

008 C63CXHLG-5016 12.373 HIGH VOLTAGEEC1502 NOHIGH VOLTAGE NO

009 C63CXHLJ-5018 12.373 HIGH VOLTAGEHIGH VOLTAGEEC1502B N56H

010 C63JXHKJ-4998 10.373 LOW VOLTAGEEC0504B STD N56

011 C63JXHLP-5023 10.373 LOW VOLTAGEEC0504 NO

FACTORY
WIRED FOR

BASE
REQUIREMENT

PARTIAL VIEW
SHOWING N56H BASE

3.000 2.7502.000
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REV.
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