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ROTATION : REVERSIBLE

VAR CATALOG NO.MODEL BASE
REQUIREMENT PROTECTOR

PH63ZWACW-1057 THERMOSTATNONE001

002

C HP VOLTS HZ RPM

16.83   2 60 1725 4 THREADED HOLES
.375 -16 UNC-2B

STRIP
LENGTH

WARNING
LABEL

XS2S2ACR

NOTES:

  1.) CONDUIT BOX SUPPLIED
       DETACHED.
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PH63ZWADM-1071 THERMOSTATNONE14.33   1 60 1725XS1S2ACR 208-230/4609.437--

004 PH63ZWADM-1087 THERMOSTATNONE15.33     1 60 1725XS1P2ACR 208-230/46010.437
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003 PH63ZWADE-1064 THERMOSTATNONE14.83   1 1/2 60 1725XS32S2ACR 208-230/4609.437NA

--

005 PH63ZWADE-1088 THERMOSTATNONE15.83     1 60 1725XS32P2ACR 208-230/46010.44NA

006 PH63ZWACW-1085 THERMOSTATNONE15.83     2 60 1725XS2P2ACR 208-230/46010.94--

007 PH63ZWACW-1091 THERMOSTATNONE16.83     2 60 1725XS2E2ACR 208-230/46011.94--

008 PH63ZWADE-1090 THERMOSTATNONE14.83   1 1/2 60 1725XS32E2ACR 208-230/4609.437NA

009 PH63ZWADM-1093 THERMOSTATNONE14.33     1 60 1725XS1E2ACR 208-230/4609.437--

K
CHANGED POSITION OF WARNING LABEL.

13-DEC-11

E. VICENCIO B. CAMMACK B. CAMMACK
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