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BLACK DRAIN
PLUG

(3) .250 STRAIGHT TYPE Q.C.
TERMINALS WITH INSUL.
GRIP ON BROWN AND WHITE
LEADS

.750 SKINNED
BLACK LEAD

.620 ±.062

#16 GREEN/YEL  GROUND  LEAD
TO BE 12.00 BETWEEN CENTERS
OF TERMINALS. TERMINAL TO FIT
#10 SCREW

5.000

4.500

.130

WATER SLINGER

DRAIN PLUG INSTRUCTION LABEL

BLACK DRAIN PLUG

11.357
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0

8-32 UNC
THREAD

NAMEPLATE

4 EXTRA SERRATED
NUTS

GROMMET

4.00

4 LEADS # 18 .031 THICK
INSUL. (2) YEL & (2) ORG
FOR REVERSING ROTATION

4 LEADS TO EXTEND
30" BEYOND MOTOR

781948J.G.SALINAS B. GAITAN B. GAITAN

09-MAY-11

C3282-00

A ADDED WARNING LABEL IN SIDE LEADS.

K55ZZWPC-1363 WHOLESALE-HAC ½ 575 1.0 60 1075 CCW LEAD END, REV. 1098

½ M1

CAP. 10 MFD 370 V
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COLOR CODE
WHITE - COM

BLACK - HI
BRN - CAPACITOR

AUX

½ M1

COIL END SLEEVING
AT THESE LOCATIONS
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CONNECTION SHOWN IS FOR CCW LE
ROTATION, TO REVERSE ROTATION
INTERCHANGE ORG & YEL LEADS

WARNING LABEL

REV.
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