(2) .250 FLAG TYPE Q.C. TERMS WITH INSUL. GRIP ON BROWN LEADS

#16 GREEN GROUND LEAD TO BE 12.00 BETWEEN CENTERS OF TERMS. TERM. TO FIT #10 SCREW

4 LEADS TO EXTEND 30" BEYOND MOTOR

8-32 UNC THREAD

LEADS SKINNED .75

(4) LEADS, (2) YELLOW & (2) ORANGE FOR REVERSING ROTATION.

4 EXTRA NUTS

3.625 DIA. B.C.

5.625

5.125

WATER SLINGER

WARNING LABEL

DRAIN PLUG INSTRUCTION LABEL

REVERSING WARNING LABEL TO BE ADJACENT TO LEAD HOLE

USE WITH 5.0 MFD 370-VAC CAPACITOR

TOTALLY ENCLOSED

ROTATION IS C.C.W. VIEWING LEAD END WITH ORG. TO ORG. & YEL. TO YEL. TO REVERSE ROTATION INTERCHANGE ORG. & YEL. LEADS

NIDEC MOTOR CORPORATION 12-Jul-13

REV C

REVISION RECORD FOR: C7911-00

INFORMATION DISCLOSED ON THIS DOCUMENT IS CONSIDERED PROPRIETARY AND SHALL NOT BE REPRODUCED OR DISCLOSED WITHOUT WRITTEN CONSENT OF NIDEC MOTOR CORPORATION

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN

ASSEMBLED VIEW

V01 782043 A

V01_NMCA (MAR-2011)