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TOP OF NAMEPLATE
W/MASKED OVERLAY
(OPPOSITE SIDE)

TOP

NOTES:

1.) SHAFT EXTENSION TO BE
303 STAINLESS STEEL

GASKETS & GROMMETS
UNDER CON. BOX

GREEN
GROUND
SCREW

ALL LEADS TO EXIT INTO CONDUIT BOX
AND EXTEND BEYOND THE SHELL
5.000± 1.000 & TO BE STRIPPED .750

VOLTAGE

LABEL

WITH ABC PHASE SEQUENCE
PHASE A - LINE 1
PHASE B - LINE 2
PHASE C - LINE 3
ROTATION: CW LEAD END

TO REVERSE ROTATION,INTERCHANGE
 ANY TWO LINE LEADS.

CONNECTIONS

LO VOLTAGE HI VOLTAGE

L1 L2 L3

4 5 6

987

1 2 3

L1 L2 L3

4 5 6

987

1 2 3
2.) SHAFT EXTENSION TO BE CLEAN

AND FREE OF CONTAMINANTS

3.000

.344 TYP.

4.880

1.250 TYP.

783510

SCREW VIEW WAS UPDATED

23-JUL-18

E31416

J.I. SALAZARJ. SALINASD. VALLE

E

 6.500 DIA.

SLINGER
WASHER

.015-.030 R. MAX.

44v-46v

.010-.031 MAX X
45v CHAMFER
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.688 +.020
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^ A .004

a A .004

(5.875 DIA B.C.)

7/16-20 UNF-2A RH THREAD

  A

SEAM 
WELD

^ A .004

4.500 +.000
-.003 DIA.

(4) 3/8-16 UNC-2B THREADED
HOLES FULL THREAD DEPTH

2.750

STD N56 BASE SHOWN
(SEE PAGE 2 FOR VIEW 
OF N56H BASE)

SEE CHART FOR 
BASE REQUIREMENT
(IF REQ'D)

3.500

¼-20 UNC-2B L.H. 
INTERNAL THREAD
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001

VAR MODEL CUSTOMER CATALOG PT. NO.

COMMERCIAL PUMPS

A

11.16

HP VOLTS SF SF AMPS HZ RPM 50 HZ VOLTS 50 HZ AMPS BEARINGS ROTATION

1/2 208-230/460 1.6/1.0 2.8-2.7/1.35 60/50 3450/2850 190/380-415 2.2/1.1-1.2 BALL CCW SHAFT END LOW VOLTAGE

FACTORY
WIRED FOR

P63GCS-4910 EE283B

003 11.16 1 208-230/460 1.4/1.0P63GCU-4912 EE516B 4.4-4.2/2.1 60/50 3450/2850 190/380-415 3.8/1.9-2.0 BALL CCW SHAFT END

002

LOW VOLTAGE

004 P63GCV-4913 EE661B 12.912 1-1/2 208-230/460 1.3/1.0 5.6-5.4/2.7 60/50 3450/2850 190/380-415 5.0/2.5-2.5 BALL CCW SHAFT END LOW VOLTAGE

P63GCT-4911 EE515B 11.88 3/4 208-230/460 1.5/1.0 LOW VOLTAGECCW SHAFT ENDBALL3.0/1.5-1.5190/380-4153450/285060/503.7-3.6/1.8

005 P63GCW-4914 EE706B 13.38 2 208-230/460 1.25/1.0 7.1-6.6/3.3 60/50 3450/2850 190/380-415 6.4/3.2-3.1 BALL CCW SHAFT END LOW VOLTAGE

006 P63GCY-4915 EE707B 13.88 3 208-230/460 1.15/1.0 9.6-8.6/4.3 60/50 3450/2850 190/380-415 9.0/4.5-4.2 BALL CCW SHAFT END LOW VOLTAGE

783510

COMMERCIAL PUMPS

COMMERCIAL PUMPS

COMMERCIAL PUMPS

COMMERCIAL PUMPS

COMMERCIAL PUMPS

BASE
REQUIREMENT

STD N56

STD N56

STD N56

STD N56

STD N56

STD N56

PARTIAL VIEW
SHOWING N56H BASE

3.000 2.7502.000

J.I. SALAZAR

SCREW VIEW WAS UPDATED

23-JUL-18

E31416

J. SALINASD. VALLE

E


