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              1818VG

WATER
SLINGER

SIZE 1/2 CONDUIT 
WITH CONDUIT PLUG

LEAD END

SHAFT KEY TAPED TO MOTOR

NAMEPLATE

.19 KEY
4.000 LONG

1 FLAT 
.06 DEEP
4.000 LONG

GREEN GROUND
SCREW

WARNING 
LABEL

THERMOSTAT LEADS TO EXTEND
4.0 + 2.0 INCHES BEYOND TERMINAL
OPENING IN ENDSHIELD.

ENCLOSED ENDSHIELD

       THERMOSTATS
INVERTER DUTY-NEMA 31

GREEN GROUND SCREW

LABEL
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6.000

6.50

5.90 B.C.

WHEN PHASED AS SHOWN.

ROTATION:  CW LE REV.

460 VOLTS             230 VOLTS

VOLTAGE CONNECTION

230
460

FUNCTION

FUNCTION

L3 - - PHASE C

L2 - - PHASE B

L1 - - PHASE A

-.060

B

I. NUÑEZ J. SALAZAR B. GAITAN

11-MAR-16

E25106
ADDED DIM. AND UPDATED DIM.

.250 +.000

GROUND RING INSTALLED
IN ENDSHIELD

15.777

TERMINAL COVER
GASKET.
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