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5.000±.047

TO REVERSE ROTATION,
INTERCHANGE ORANGE
AND YELLOW LEADS

DRAIN PLUG
INSTRUCTION LABEL

DRAIN HOLE
WITH PLUGS
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WARNING LABEL TO BE

LEADS

CONNECTIONS

LINE - WHITE

LINE - BLACK

CAP BETWEEN
BRN & BRN/WHT LEADS

.545

.625

TERMINAL TO FIT #10 SCREW.

#16 GRN/YEL GROUND LEAD TO BE
6.000±.250 BETWEEN CENTERS
OF TERMINALS.

ADJACENT TO REVERSING

(2) .250 STRAIGHT
Q.C. TERMINALS WITH
INSULATION GRIP

(4) LEADS #18.031 THICK INSUL.
TO EXTEND BEYOND MOTOR.
WHITE=48.0+2-0, BLACK=48.0+2-0,
BROWN=48.0+2-0, BRN/WHT=48.0+2-0

4.000

REVERSING
LEADS5.125 B.C. DIA.

5.625

AUTOMATIC THERMAL
PROTECTOR

BROWN LEADS

(2) .750 STRIPPED ON
WHITE AND BLACK LEADS

+2
-0

799918

B

K55HXPUK-1683 WHOLESALE-HAC 1/3 575 1.1 60 825 CCW. LEAD END REV 1296
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CHANGED GROMMET


