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REFER TO S.E.I.M. 24-1

810096I. DE LEON T. BOSSALLER

JC 70743

--

22-FEB-16

MODEL CATALOG NO.CUSTOMER RPMVAR A CB D AMPSVOLTS DESCRIPTION / REMARKSHZSF

001 P63CRD-1461 USEM U2P2GFC ------ ------13.860 ------ 1725602.51.25575 N56C, TEFC, PROTECTOR NONE.
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ROTATION-REVERSIBLE
TO REVERSE ROTATION INTERCHANGE ANY TWO LINE LEADS.
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NAMEPLATE

WARNING
LABEL

4.500 +.000
-.003

5.875 ±.005 B.C. DIA.

4 HOLES
.375-16 UNC-2B THREAD
TAP .750 DEEP.

GASKET UNDER
CONDUIT BOX

GASKET UNDER
CONDUIT BOX COVER

-A-

3 LEADS TO EXTEND
6.000 +2.000 -0.000 INCHES
BEYOND SHELL INTO
CONDUIT BOX. ENDS OF
LEADS TO BE SKINNED .750 INCHES.

GREEN GROUND
SCREW

SHAFT KEY TAPED TO MOTOR

^ .004 A

WASHER
SLINGER

NEW DRAWING CREATED
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SEAM WELD


