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REFER TO S.E.I.M. 24-1

822840

STANDARD 1 C.CW LEAD END REV460 3.3 60 1100/3 SPD

HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

K55ZZTFJ-8673 2553
CAT. NO

F. GARCIA P. RODRIGUEZ

ECO: E32195
CREATED NEW DRAWING
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OIL SLING TO BE PLACED
IN OPERATING POSITION
AGAINST FACE OF BRG HUB

NAMEPLATE

(4) LEADS #18, .031 THICK INSUL
FOR REVERSING ROTATION TO
EXTEND:
(2) YELLOW=4.0u1.0, (2) ORANGE=4.0u1.0

(3) LEADS #18, .031 THICK INSUL
TO EXTEND BEYOND MOTOR:
WHT=16.000u1.000,
BRN=16.000u1.000
BRN/WHT=16.000u1.000

.750SKINNED

5 LEADS, #18, .031 THICK INSUL
TO EXTEND BEYOND MOTOR:
PUR=16.000+1-0, YEL=16.000+1-0,
BLU=16.000+1-0, BLK=16.000+1-0,
RED=16.000+1-0

(1) TERMS .250 STR. TYPE Q.C.
TERMS WITH INSUL. GRIP ON
BLACK LEAD

#16 GRN/YEL GROUND LEAD
TO BE 12.000u.250 BETWEEN
CENTERS OF TERMS TO FIT
#10 SCREW

AUTOMATIC
THERMAL
PROTECTOR

WARNING LABEL TO BE ADJACENT
TO REVERSING LEADS
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COIL END SLEEVING
AT THESE LOCATIONS

25 MDF
370V

(3) .250 STRAIGHT
TYPE Q.C. TERMS.
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