
(2) BLACK DRAIN
PLUGS. SEE CRIT.
REQ. #2

(4) LEADS #18, .031 THICK INSUL. TO EXTEND
BEYOND MOTOR: BLACK= 48.000 +2-0,
WHITE= 48.000 +2-0, BROWN= 48.000 +2-0 &
BRN/WHT= 48.000 +2-0
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3737PEPWHOLESALE - HACK55HXWRL-0125 1.0  CCW LEAD END REV.111560/504601/3
HPMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS ROTATION CAT. #

K55, TOTALLY ENCLOSED, STUD MOUNTING, BALL BEARING

TOP

TOP

T
O

P

T
O

P

4.000

5.107 ±.047

10.062

.500

.4
53

.4
38

8-32 UNC
THREAD

WATER SLINGER TO BE
PRESSED ON SHAFT TO
WITHIN .062" FROM
BEARING CAP WITHOUT
RUBBING

WARNING
LABEL

DRAIN PLUG INSTRUCTION LABEL

REVERSING WARNING LABEL
TO BE ADJACENT TO LEADS HOLE

NAMEPLATE

PEP LABEL

5.625O

A31012

AUTOMATIC THERMAL
PROTECTOR

(2) .250 STRAIGHT TYPE Q.C.
TERMS WITH INSUL. GRIP
ON BROWN LEADS

#16 GREEN/YELLOW GROUND LEAD TO BE
12.000 u.250 BETWEEN CENTER
OF TERMS. TERM. TO FIT #10 SCREW

(4) EXTRA
NUTS

.563 ±.062

5.125O B.C.

3
.6

25

3.625

(4) MOUNTING
HOLES ON
A O 4.33" B.C.

SPRING
WASHER
(THIS END)

SEAM WELD

(4) LEADS #18, .031 THICK INSUL.
(2) ORANGE & (2) YELLOW FOR
REVERSING ROTATION.

SKINNED LEADS
.750 u.062

NOTE:
(4) SCREWS INCLUDED IN CARTON

ROTATION IS CCW VIEWING LEAD END WITH ORG.TO ORG.
& YEL. TO YEL. TO REVERSE ROTATION INTERCHANGE ORG.
& YEL. LEADS.

USE WITH 7.5 MFD 370 VAC CAPACITOR

CONNECTIONS
LINE- BLACK
COMMON- WHITE
CAP BETWEEN
BRN & BRN/WHT LEADS

GROMMET

4.000 +2-0


