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REFER TO S.E.I.M. 24-1

DIMENSIONS ARE FOR

REFERENCE ONLY

UNLESS TOLERANCE

IS SPECIFIED 823771

WHOLESALE-HAC 1/16 CW. LEAD END115 1.1 60 850/700/525

HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZ CUSTOMER PARTVOLTS

K48HXTUB-0122 1105--------

C.ALMAGUER M. DE LEON

ECO E33753
UPDATED ASSEMBLY INSTRUCTIONS.
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NAMEPLATE

3.250

(1) #16, .031 THICK INSUL.
GRN/YEL GROUND LEAD TO BE 
8.000 LONG WITH TERMINALS 
TO FIT #10 SCREW

4 LEADS, #18, .031 THICK INSUL
TO EXTEND BEYOND MOTOR:
BLU=16.000+2-0, RED=16.000+2-0,
BLK=16.000+2-0, WHT=16.000+2-0

SEAM WELD
LOCATION

(4) PIN TYPE TERMINALS AMP PT.
#350538-1 WITH INSUL. GRIP 
IN AMP PT. #1-480704-0 PLUG

3 HOLES
.312 DIA.

GROMMET

RUBBER
BOOT

LEAD END

FACES OF 3 MTG. BRACKETS MUST BE IN A PLANE
PERPENDICULAR TO THE SHAFT CENTERLINE WITHIN
.060 T.I.R. WHEN MEASURED AT A 4.625 RADIUS
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SEE CRIT. 
REQ. #1

LEADS TAPED AT 2.750±.125, 6.500 & 11.250±.250
INCHES FROM END OF LEADS

OIL PLUG
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WIRING VIEW

OPEN ENDSHIELD
(BOTH ENDS)


