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CCW LEAD END-REV CAT 1173K55HXDSY-1213  K55 STRAP MTD. BALL BRG  OPEN1075602.25751.0WHOLESALE-HAC

CUSTOMER PT. NO.VOLTS HZCUSTOMER DESCRIPTION / REMARKSAMPS RPMREFMODEL ROTATIONHP
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4 LEADS #18 .031 THICK INSUL
(2) YEL & (2) ORANGE = 4.000 +2 -0
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WASHER SLINGER & WATER SLINGER
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FROM FACE OF BRG. CAP
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CONNECTIONS

WHITE - COM
BLACK - HI

BROWN - CAP
BROWN W/WHITE - CAP

6.938

5.625

4  LEADS,  #18,  .031  THICK INSUL.
TO EXTEND  BEYOND  MOTOR
WHITE = 12.000  +2 -0,  1/4 FLAG,
BLK = 12.000 +2 -0,  1/2  SKINNED
(1)  BROWN = 6.000 +2 -0  1/4 FLAG
(1) BROWN W/WHITE STRIPE= 6.000 
+2 -0 1/4 FLAG

COIL END SLEEVING
AT THESE LOCATIONS
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CONNECTION SHOWN IS FOR
CCW LE ROTATION. TO REVERSE
ROTATION INTERCHANGE ORANGE
AND YELLOW LEADS.

NOTE:
MAIN COILS IMMEDIATELY ADJACENT
TO EITHER SIDE OF DOTTED AREA
ARE TO BE SEPARATED BY A MINIMUM
OF .094 ON BOTH ENDS OF STATOR.


