EFFECTIVE: DIMENSION PRINT PRINT:
16-0OCT-19 WEATHER PROTECTED TYPE | 09-3417

SUPERSEDES: FRAME: 400VP, VPA SHEET:
NEW BASIC TYPE: RV4 1 OF 1
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1. CONDUIT OPENING MAY BE LOACTED IN STEPS 4 HOLES
OF 90 DEGREES. STANDARD AS SHOWN WITH
CONDUIT OPENING DOWN.

ALARGEST MOTOR WIDTH.

FRAME

404, 405VP

404, 405VPA
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-.001 ALL DIMENSIONS ARE IN INCHES AND MILLIMETERS
1.625 4.50 (TOLERANCES ARE IN INCHES)

41.28 114 T TOLERANCES

FEATURE LISTING FACE RUNOUT 007 TIR
UPPER SUMP OIL FILL MAIN CONDUIT BOX SERIISSTiE ESoETRGTY
UPPER SUMP OIL DRAIN OF MOUNTING RABBET 007 TIR
UPPER SUMP SIGHT WINDOW
AIR INTAKE

AIR EXHAUST, 360° AROUND NON-MACHINED DIMENSIONS MAY VARY BY .25

PERMISSIBLE SHAFT RUNOUT .002TIR
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